NOTES:
1. METAL PARTS TO BE COLD PLATED MIN. 10 M.S.I.
2. MARKING TO BE:
ONE, TWO OR THREE (PREFERRED) COLOR DOT DENOTING THE LAST ONE, TWO OR THREE DIGITS
OF THE H/A NUMBER AT THE CATHODE END.

CAUTION
THIS DOCUMENT UNDER CONFIDENTIAL CONTROL REVISIONS MUST BE REFLECTED ON

MACOM Technology Solutions, Inc.
100 Chelmsford Street
Lowell, MA 01851

UNLESS OTHERWISE SPECIFIED, INTERPRET DRAWINGS PER ANSI Y14.5.
DO NOT SCALE THIS DRAWING.

NOTE: THIS DRAWING IS AN INCORPORATED THIRD ANGLE PROJECTION.

MACOM

WEIGHT

SCALE: X/X

FINISH

MATERIAL

TOLERANCES ON

DECIMALS

ANGLES

X ± .1
XX ± .01
XXX ± .005

MACOM Technology Solutions, Inc.
100 Chelmsford Street
Lowell, MA 01851

UNLESS OTHERWISE SPECIFIED, ALL OVER.

UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN INCHES.

SIZE

CASE CODE

DRAWING NO.

A 55NN2

OD-S-119

MACOM

NEW

REV

DESCRIPTION

F1

DWG INITIATED